
Specifications:

T25
TURBOTWIN™

Engine Air
Starters

Ideal for 6–16 Liter 
Marine Engines

24

This selection chart
shows basic starter
capability by engine
size. Note the chart
shows four-stroke
diesel engine size 
on the left and four-
stroke, spark-ignited
engine sizes on the
right. Always consult
TDI for application-
specific capability.
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Consult your TDI distributor and the TDI Selection Guide
before choosing a TDI TURBOTWIN starter for any application.

Engine Displacement Chart
For T25 Series Air Starters

Spark-IgnitedDiesel

CID Liters

DIMENSIONAL DATA
TDI TURBOTWIN

T25

T25 on 8.3 liter Cummins.

T25 installed on MAN D2842.
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FOR ENGINE COMPATIBILITY AND
STARTER REPLACEMENT INFORMATION,
SEE TABLE ON PAGE 31 OR CONSULT
YOUR TDI DISTRIBUTOR.

Engines: 6-16 Liter Displacement 
MAN 2842, 2866
Scania D12 & D16
Volvo D16
MTU BR1600

Design 
Configuration: Pre-Engaged; Outboard 

supported Nose Cone

Common Pinion 
Configuration: MTU 8/10 Pd /12T (Special) 

Std. 8/10 Pd / 12T 
3 MOD: 9T 
3 MOD: 11T

Mounting: SAE #2 & 3
SAE #1

Horsepower:
(on Compressed Air)

12 hp (9kW) @ 150 psig
(10.3 BAR) @ 2400 rpm 
(3 Nozzle) 
24 hp (18kW) @ 150 psig
(10.3 BAR) @ 2400 rpm 
(6 Nozzle)
29 hp (22kW) @ 90 psig
(8 BAR) @ 2300 rpm 
(12 Nozzle)

SPECIFICATIONS

Weight: 32.1 lbs (14.5 kg) 
27.0 lbs (12.2 kg) 
without Relay
valve 

Rotation: RH & LH

Air/Gas 
Supply: Air only

Lubrication: Grease-Packed 
for Life

Gear Ratio: 10.25:1

MODEL NOZZLES PSI BAR

TT2255 33 115500 1100..33

TT2255 66 115500 1100..33

TT2255  1122 6600 44..11

For applications in the 30–90 psig (2.1–6.2 BAR) range, consult your TDI distributor
for best nozzle configuration.

Model T25 Performance Curve
6 Nozzles, Compressed Air, 10.25:1 Gear Ratio

Pinion Speed (RPM / 100)

TORQUE
Nm LB-FT

169.5 125

135.6 100

101.7 75

67.8 50

 33. 9 25

0 0

POWER
BHP KW

25 18.7

20 14.9

15 11.2

10 7.5

 5 3.7

0 0
0 5 10 15 20 25 30 35 40 45 50 55

150 Psig

120 Psig

90 Psig

Inlet
Pressure
150 psig
120 psig
  90 psig

Flow
(Scfm)

512
412
308

Flow
(Nm3/h)

870
700
524

60 Psig

30 Psig

90 Psig
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Model T25 Performance Curve
12 Nozzles, Compressed Air, 10.25:1 Gear Ratio

Pinion Speed (RPM / 100)

TORQUE
Nm LB-FT

POWER
BHP KW

Inlet
Pressure
90 psig
60 psig
30 psig

Flow
(Scfm)

587
400
232

Flow
(Nm3/h)

998
680
394

Model T25 Performance Curve
3 Nozzles, Compressed Air, 10.25:1 Gear Ratio

Pinion Speed (RPM / 100)

TORQUE
Nm LB-FT

81.4 60

60.9 45

40.7 30

20.3   15

0 0

POWER
BHP KW

16 11.9

12 8.9

8 5.9

4 2.9

0 0
0 5 10 15 20 25 30 35 40 45 50 55

150 Psig

120 Psig

90 Psig

Inlet
Pressure
150 psig
120 psig
  90 psig

Flow
(Scfm)

256
206
154

Flow
(Nm3/h)

435
350
262

Operating Pressure Range:
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